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RUA/DUA Series
Angular Gripper
• 2-Jaw Angular Gripper
• Features DIRECTCONNECT mounting (sizes 62-112)
• Spring Assist
• Pneumatic or Hydraulic Operation
• Available in Two Strokes
• Optional Magneto Resistive Sensors (except -142 & -162)

See
Page2.4

DCT-RE/CT-RE Series
180° Failsafe Angular Gripper
• 180° of travel (Optional Adjustable Stop)
• Spring Assist
• Features DIRECTCONNECT mounting (sizes 12-25)
• Sealed design protects internal components

from chips and other particulate
• Optional Magneto Resistive or Inductive Sensors

DCT/CT Series
180° Angular Gripper
• 180° of travel (Optional Adjustable Stop)
• Features DIRECTCONNECT mounting (sizes 12-25)
• Sealed design protects internal components

from chips and other particulate
• Optional Resistive or Inductive Sensors See

Page2.36

See
Page2.48

RA
Cam Driven Series
RA-5, 6, 7, 8 DESIGN ADVANTAGES
• Inexpensive
• Adjustable stroke
• Rugged design
RA-10 DESIGN ADVANTAGES
• Extremely small (1in.) and lightweight (1 oz.)
• Inexpensive

See
Page2.18

RA
Failsafe, Toggle
Locking Series
• Failsafe mechanical locking mechanism
• High grip force-to-size ratio
• Rugged design

See
Page 2.30

Angular Motion Gripper
Product Overview

TMTM

TM
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RUA/DUA-142 • • • • • • • • • •

RUA/DUA-162 • • • • • • • • • •
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Robohand Angular Gripper Product Selector

Total Grip Maximum Finger Length Actuation Operating Environ-
Model # Stroke Range Force Range @ 60 PSI Time Pressure ment

CAM DRIVEN DESIGN

RA-5 • • • • •

RA-6 • • • • •

RA-7 • • • • •

RA-8 • • • • •

RA-10 • • • • • •

FAILSAFE-TOGGLE

RA-15 • • • • • • •

RA-25 • • • • • • •

CYLINDRICAL DESIGN

RUA/DUA-62 • • • • • • • • • • •

RUA/DUA-82 • • • • • • • • • • •

RUA/DUA-112 • • • • • • • • • • •

180° DESIGN

DCT-12 • • • • • •

DCT-16 • • • • • • • •

DCT-20 • • • • • • • •

DCT-25 • • • • • • • •

CT-32 • • • • • • • •

CT-40 • • • • • • • •

CT-50 • • • • • • • •

180° FAILSAFE DESIGN

DCT-12-RE • • • • • • • • •

DCT-16-RE • • • • • • • • • • •

DCT-20-RE • • • • • • • • • • •

DCT-25-RE • • • • • • • • • • •

CT-32-RE • • • • • • • • • • •

CT-40-RE • • • • • • • • • • •

CT-50-RE • • • • • • • • • • •

•

•

•

•
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